
Surface Mount Boxes

Universal Surface Mount Box with Single port and 
Dual port configuration. Fitted with Bezel mounting 
insert works with TRT’s H-Jack and U-Jack, but will also 
fit most Keystone Jack styles.  Constructed with Fire 
Retardant plastic (94 V-0).  Easy to read icons for simple 
identification.  Equipped to be easily mounted, with double 
sided adhesive tape or a sheet metal screw for various 
installations.  

Dimensions: Item # SM-3201 (58L x 38W x 25.3H) mm.
            Item # SM-3202 (62L x 58W x 23.5H) mm.

Color Options:  White or Beige

(Keystone Jacks sold separately).  

Universal Surface Mount Box in Single and Dual port 
configuration.  Constructed with Fire Retardant plastic (94 
V-0). Designed to fit TRT’s H-Jack and U-jack, and will 
also work with most Keystone Jack styles to quickly snap 
into the base for easy mounting.  Equipped to be easily 
mounted, with double sided adhesive tape or a sheet 
metal screw for various installations.  

Dimensions: Item SM-3101 (58L x 38W x 25.3H) mm.
            Item SM-3102  (62L x 58W x 25.3H) mm.  

Color Options:  White or Beige

(Keystone Jack sold separately).  

Get connected with TRT’s 45º Surface Mount Box with 
built in PCB Board for easy 110 connector installation.  
Meets and exceeds TIA/EIA CAT 568 A & B standard.  
Available in both Single and Dual Port configurations and 
is unshielded (shielded is available upon request).  The 
housing is constructed with Fire Retardant plastic (94 V-0).  
RJ-45 connector contacts are 50μ” Gold plated Brass, and 
Nickel plated Brass termination contacts.  Equipped to be 
easily mounted with double sided adhesive tape or steel 
screws for various installations.

Dimensions: Item SM-3401 (58L x 46W x 37.5H) mm
                     Item SM-3402 (58L x 70.5W x 37H) mm.

Color Options:  White or Beige       


